[image: image1.jpg]UIMS&

LINION INTERNATIONALE MOTONAUTIQUE





Cockpit Registration – Offshore  2011.04
Please answer the questions of the cockpit questionnaire and send your request to the UIM through your National Authority
Cockpit designer

	Name
	

	Address
	

	Phone
	
	Fax
	

	E mail
	

	Company name
	


Cockpit specification
	Type
	( Tandem
	( Side by Side

	Designed Max Speed
	
	km/h

	Material Fibre
	

	Material Matrix
	

	Material Sandwich
	

	Building method
	( Hand layup
	( Vacuum
	( Infusion
	( Prepeg

	Primary structure strength
	
	kN      

	Thickness Windscreen min
	
	mm

	Mounting Window
	( Bolts
	( Glue


Signature Cockpit designer

Attachments

	Three view drawings of the design of the Reinforced Cockpits with the Bulkheads, Buoyancy System and the Restraint System anchorage Points. Drawings must specify lamination lay-up and window mounting
	( Front
( Side

( Top

	Drawings showing canopy aperture dimensions 
	( 

	Material specification
	( 

	Design criteria and dimensioning
	(


Boat builder

	Name
	

	Adress
	

	Phone
	
	Fax
	

	E mail
	

	Brand name
	


Signature Boat Builder

	Received by National Authority (N.A. & date) 

	Sent to UIM on 


	Offshore Cockpit Registration no 


