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POWERBOAT RACING





UIM/RYA MEASUREMENT FORM

      (OFFSHORE CLASS 3 – WITH CANOPY/RESTRAINTS – Pages 1 to 3)

      (OFFSHORE CLASS 3 – NO CANOPY/RESTRAINTS – Pages 1 & 2 only)

(RYA Fee payable)

Note to Measurer – DO NOT FILL IN SHADED AREAS.

	OWNER:
	RACE NO:

	ADDRESS:
	CLASS:

	
	BOAT NAME:

	
	UIM REG. NO:  RYA/

	CLUB:
	NAME OF MEASURER:

(Please print)

	NOTES:
	DATE MEASURED:

	
	DATE OF ISSUE:

	
	DATE OF RENEWAL:

	SSR NO:
	VALUE £
	DATE OF EXPIRY:


                  HULL






ENGINE(S)

	BRAND:
	MANUFACTURER:

	BUILDER:
	TYPE:                         YEAR:

	DESIGNER:
	NO. OF ENGINES:

	DESIGNED MAXIMUM HP:
	PETROL/DIESEL

	YEAR BUILT:
	HOMOLOGATION NO:

	TYPE: MONO/MULTI
	ADDITIONAL CLASS:

	HULL HOM. NO.
	RACE NO:

	HULL ID NO.
	ALTERNATIVE ENGINE(S)

	MATERIAL:
	MANUFACTURER:

	MEASURED LENGTH                            (M)
	TYPE:                         YEAR:

	BEAM:                                                     (M)
	NO. OF ENGINES:

	ACTUAL MIN. WEIGHT:                       (KG)
	HOMOLOGATION NO:

	RESTRAINTS: YES/NO
	NA STAMP:

	CANOPY:  YES/NO
	

	COCKPIT REG. NO.
	

	COCKPIT CUBE CORRECT?
	

	NO. OF CREW:
	

	CREW CONFIGURATION:
	

	FLOTATION SYSTEM:
	

	VOLUME IN LITRES:
	

	DIRECTIONAL CONTROL SYSTEM:
	

	
	

	DRIVE SYSTEM:

	CERT. AUTHORISED BY:


THIS MEASUREMENT IS AUTHORISED BY:____________________________FOR THE UIM/RYA







(Measurer sign name)

OWNER’S DECLARATION

I agree to be bound by the rules of the UIM and RYA in respect of boat measurement.

I understand that non-compliance with any of the rules or regulations could result in disciplinary action by the RYA.

OWNER’S SIGNATURE:___________________________________________ Date:_________________________________

(FCLASSIIIRESTRAINTMEASUREMENTFORM)
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CLASS III
MEASUREMENT FORM  - RYA/UIM OFFSHORE

Measurers should be fully conversant with Rule Numbers 501.06/07/08/09/11

BOAT NO:_____________ SUB DIVISION:___________________

	ITEM NO:
	UIM

Rule No:
	PB1 Rule No:
	DESCRIPTION
	CHECKED

	1
	505.10
	K20 (a) (b)
	Engine Homologation Sheet
	

	2
	730.1
	K13
	Engine Capacity
	

	3
	730.1
	K11/K13
	Hull Overall Length
	

	4
	503.02
	K40
	Equipment Bolted to Hull
	

	5
	
	K23 (a)
	Lifting Eyes/Strops + Strop ID
	

	6
	703.4
	E5
	Guard Rails/Handholds
	

	7
	703.5
	K24
	Sampson Post – Mooring Cleat
	

	8
	703.1
	K26
	Deck Strength
	

	9
	710
	K61
	Race Numbers
	

	10
	508.30
	K32
	Water Deflectors
	

	11
	703.9.
	K27/K28
	Cockpit Opening
	

	12
	732.1
	K12/K30
	Cube Dimensions
	

	13
	703.8.2
	E7  
	Windshield & Material
	

	14
	-
	K25
	Navigation Lights
	

	15
	703.3
	E9
	Steering Position – Line of Sight
	

	16
	715.06
	K47
	Fire Extinguisher/s
	

	17
	708.2
	K36
	Ability to Manoeuvre
	

	18
	-
	K35/K36
	Throttle & Gear Control
	

	19
	715.03
	K39 (c)
	Fuel Pump Cut-Off 
	

	20
	706.1
	K34
	Engine Cut-Off
	

	21
	715.08
	K54
	Mounted Compass
	

	22
	733
	K31
	Buoyancy
	

	23
	707.2/3/4
	K39
	Fuel Tank – Cut Off - Earthing
	

	24
	715.04
	K46
	Bilge Pump System
	

	25
	-
	K33
	Steering Controls & Cables
	

	26
	-
	K43
	Battery Installation
	

	27
	703.2
	K40/K45
	Engine Well
	

	28
	708.1
	E17
	Propulsive Effort
	

	29
	734.6
	K65 (f)
	Cooling System Modifications
	

	30
	707.1      
	K39 (b)
	Engine & Fuel Compartment Bulkheads
	

	31
	704.3      *
	-
	Engine Compartments- Inboard only
	

	32
	704.1      *
	E21
	Exhaust - Inboard only
	

	33
	704.2      *
	
	Shafts Guards - Inboard only
	

	34
	704.4      *
	K47
	Fire Extinguisher System (Inboards)
	

	35
	711
	K63
	National Flag
	


* Applies to Inboard engines only.

Measurer’s Name (print) ________________________   Date: _____________

Signature: ___________________________________________
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RESTRAINT COCKPITS

(TO BE ATTACHED TO RELEVANT MEASUREMENT FORM)

MEASURERS SHOULD BE FULLY CONVERSANT WITH RULE NUMBERS 501.06/07/08/09/11

	TYPE:
	Open:
	Closed:
	Tandem:
	Side by Side:

	MAXIMUM SPEED:                                       km/hr

	BRAND:
	DESIGNER:

	BUILDER:
	YEAR:

	ROLL BAR STRENGTH:                                kN

	WINDSCREEN THICKNESS (minimum)

                                                                       mm
	YEAR:


	ITEM NO.
	RULE NO.
	DESCRIPTION
	CHECKED

	1
	508.02
	Design Drawings
	

	2 *
	508.03 – 07 inc.
	Reinforced Cockpit/Canopy/Visibility
	

	3 *
	508.08 – 13 inc.
	Hatches/Release System/Handles & Markings
	

	4 *
	508.14 – 15 inc.
	Cockpit Openings & Markings
	

	5
	508.16
	Air Supply
	

	6
	508.17
	Flood Tubes
	

	7
	508.18
	Stop Buttons
	

	8
	508.19
	Strobe Light
	

	9
	508.20
	Read Head Protection & Helmet Clearance
	

	10
	508.21
	Restraint System
	

	11
	508.22
	Steering Wheel & Cockpit Exit
	

	12
	508.23
	Rear View Mirrors
	

	13
	508.24
	Fire Extinguisher & Deck Locker
	

	14
	508.24
	Carbon-Monoxide Sensor & Alarm
	

	15
	508.26
	Cockpit Lighting
	

	16
	508.27
	Orange Bow & Crew Number
	

	17
	508.28
	Flotation
	

	
	
	
	

	*
	730.2
	Reinforced Cockpits – Specific criteria for  Class III – Minimum mandatory specifications
	


I certify that the above information is in accordance with the Designer/Builder declaration and that required documentation should be sent by the Owner to the RYA. (NA)
Measurer’s Name……………………. Signature……………………...   Date…………...........
Assistant Measurer:
Name:…………………………………..Signature………………………  Date:…………………
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RYA,


COMPASS HOUSE,


ENSIGN WAY,


HAMBLE, SOUTHAMPTON,


HAMPSHIRE, SO31 4YA











